
N°: M195P1212

Version n° : 1

Factory code: 02

AVCP System: 3 Notified Lab: 1136

Essential Characteristics Performance Tolerance Standard

Length 12 mm +/-1,5 mm EN 14889-2

Equivalent Diameter 19,5 µm -0,9/+1,0 µm EN 14889-2

Tenacity 46 cN/tex -11,5 cN/tex EN 14889-2

Vebe time - 0,6kg - EN 14889-2

Vebe time - 0,75kg - EN 14889-2

Vebe time - 0,9kg - EN 14889-2

Vebe time - 0,91kg 8 s EN 14889-2

Vebe time - 1,2kg - EN 14889-2

Hull, United Kingdom Martin Willis

Product Manager

Declaration of Performance

M195P1212

ADFIL Construction Fibres The Notified Body performed the initial inspection of the 

manufacturing plant and of factory production control 

and the continuous surveillance, assessment and 

evaluation of factory production control and issued the 

certificate of conformity of the factory production 

control. 

Bergen Way, Sutton Fields Industrial Estate (West)

HU7 0YQ Hull, United Kingdom

T: +44 (0) 1482 863777

F: +44 (0) 1482 872800

info@bonar.com

1/07/2013

The performance of the product identified above is in conformity with the declared performance in above table.

This declaration of performance is issued under the sole responsibility of ADFIL Construction Fibres.

- n.p.d. =  no performance determined


